
LPR ONPREM SERVER HARDWARE

TECHNICAL SPECIFICATIONS
AIS-SVPRM-TM

info@aistream.org www.aistream.org



Versatile business desktops designed 
for ultimate performance. 

Easy access
Tool-less design and simple removeable 
side panel to service and expand  
with ease

Serious security 
Out of band management with Intel
® vPro™ technology and lockable cable 
covers keep threats our of your workspace 

Power your success
Intel® 10th generation processors with 
optional vPro™ allow for the fastest 
performance yet

Ultimate versatility 
Adaptable, compact designs allow you 
to maximize your environment with 
custom mounts and stands 
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Processor Core™ i5-i7 Quad Core (up to 65W) 
supports Windows 10/Linux

Chipset Intel® Q270 Chipset   

Operating System Microsoft® Windows 10 Pro (64-bit)

Memory 4 DIMM slots, 2 SODIMM slots Micro. Maximum memory is 64GB 
Non-ECC dual-channel 2400MHz DDR4 SDRAM

Networking Integrated Intel® i219-LM Ethernet LAN 10/100/1000 

I/O Ports 10 External USB: 6 x USB 3.1 Gen 1 (1 USB Type-C™  for data only and 1Type-A front/4 Type-A rear)  
and 4 x USB 2.0 (2 Type-A front/2 Type-A rear - 1 front with PowerShare); 4 Internal USB 2.0 
1 RJ-45; 1 Serial; 2 Display Port 1.2; 1 HDMI 1.4; 2 PS/2; 1 UAJ, 1 Line-out

AIS-SVPRM-TM 1- 4 cameras server, i5, 8GB RAM, 1TB Storage, os win 10 x64, 1GB NIC
8 cameras server, i7, 16 GB RAM, 2TB Storage, os win 10 x64, 1GB NIC


